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Datasheet for Aviation Radio KG-R76
Model: KG-R76

TECHNICAL  SPECIFICATION
Intergration    RF Power AM: 6W(PEP), 1.8W(CW)

   Frequency Range TX: 118.000-136.975MHz(AM)
RX: 108.000-136.975MHz(AM) RX Sensitivity (uV) 0.25µV(12dB SINAD)

Work Mode AM/FM modulation SQL Voltage -119dbm with 1.1V+0.1V

Channel Spacing 25kHz/ 8.33kHz SQL Sensitivity (uV) ≤0.2µV

   Memory Channels 400 Adjacent Channel Selectivity (dB) ≤60 dB

   Operating Voltage 7.4 VDC Intermodulation (dB) ≤65 dB

   Operating Temperature  -20℃～+40℃ Spurious Radiation 9KHz-1GHz≤-57dBm ,1GHz-4GHz≤-
47dBm

   Waterproof IP 65 Audio Distortion ≤5%

   Antenna Impedance 50Ω Co-channel Rejection ≥-8.0dB

Current Drain
TX less than 1.8A Audio Response +1~-3dB(0.3~3KHz)

RX 90mA(at standby) Audio Power Output (mW) 500mW

Work Modulation A3E Harmonic ＞-57dB

Spurious Radiation 60dB Frequency Stability (ppm) ±2.5 PPM

Audio Modulation +3dB(0.3-3KHz) Emission Designator F2D/ F3E

Residual FM ≤-35dB Transmitter Audio Distortion (%) ≤10%

Residual AM ≤3% Adjacent power ＞60dB

Effective Radiation Power within pre-determined value ±7.5dB Max Frequency Deviation (kHz) 100Hz


